






BROADWORKS SYSTEM REQUIREMENTS MINIMUM SPECIFICATIONS SUPP. PLATFORMS

Go  Integrator
 
(PC)

• Broadworks Rls 19 systems - AP.as.19.sp1.574.ap351602
• XSI-Actions/XSI-Event over HTTP(S) (TCP 80(443))
• CTI (TCP 8011 - TLS option available)
• OCI-P (TCP 2208 - TLS option available)

• 1.8 GHz Pentium-class processor
• SVGA display
• 2GB Memory
• 1GB free hard drive space
• Network adapter connected to TCP/
IP network
• Keyboard and mouse

32-bit & 64-bit:
• Windows 7 Pro
• Windows 8 Pro 
(desktop mode)
• Windows 10

Go  Wallboard (PC)
• Broadworks Rls 19 systems - AP.as.19.sp1.574.ap351921
• XSI-Actions/XSI-Event over HTTP(S) (TCP 80(443))
• Requires Standard or Premium Call Center

Go  Operator  (PC)
• Broadworks Rls 19 systems - AP.as.19.sp1.574.ap351602
• XSI-Actions/XSI-Event over HTTP(S) (TCP 80(443))
• CTI (TCP 8011 - TLS option available)Go  TAPI (PC)

Go  Integrator  (Mac)
• Broadworks Rls 19 systems - AP.as.19.sp1.574.ap351602
• XSI-Actions/XSI-Event over HTTP(S) (TCP 80(443))
• CTI (TCP 8011 - TLS option available)

• Mac with an Intel processor
• SVGA display
• 1GB Memory
• 1GB free hard drive space
• Network adapter connected to TCP/
IP network
• Keyboard and mouse

OSX Versions:
• 10.8 Mountain Lion
• 10.9 Mavericks
• 10.10 Yosemite
• 10.11 El Capitan

All information in this brochure is correct at time of going to press


